
CRAIG TRUEGRIP - ATTACHMENT COMPATIBILITY CHART 
________________________________________________________________ 
 

 

CATEGORY 80 Class (8T) 120 Class (12T) 150 Class (15T) 200 Class (20T) 250 Class (25T) 300 Class (30T) 400 Class (40T) 
TRUEGRIP PIN 

GRABBER EXM-TG50-60 EXM-TG60-65 EXM-TG70-80 EXM-TG80 EXM-TG80-90 EXM-TG90-100 EXM-TG100-110 

CASE CX75C, CX80 CX130D, CX145C SR CX160D *CX160D*, CX210D CX250D, CX290B, 
CX300D, *CX350C* 

CX350C CX460, CX470 

CAT 307D, 308D 311-314D 315D, 317 B LINKAGE CB LINKAGE 324-336 DB LINKAGE TB LINKAGE 

DEERE 75D, 80D, 85D 110C, 120C, 130G, 135G 160 LC/DLC 
190DW, 200D, 210G, 

220D, 225D 

230CLC, 240DLC, 
250GLC, 270DLC, 

290GLC 

330CLC, 350DLC, 350G, 
370C, 380G 

*330CLC, 350DLC, 350G, 
370C, 380G*, 450DLC, 

470G 

DOOSAN   DX140LC-3 DX170W-3 DX225LC-5 
*DX225LC-5*, DX255LC-

3, *DX300LC-3* 
*DX300LC-3*, DX340, 

DX350LC-3 
*DX340, DX350LC-3* 

HITACHI ZX75US-3 ZX130-5, ZX135US-3 ZX160LC-6 ZX210-5 ZX250LC-5 ZX350LC-6, ZX380LC-6 ZX470LC-6 

HYUNDAI R80-7 HX140L, HX145LCR R170W, HX160L, HX180L 
HX210AL, HX220L, 

HX235LCR 

*HX210AL, HX220L, 
HX235LCR*, HX260L, 

HX300L 

*HX260L, HX300L*, 
HX330L, HX380L 

*HX330L, HX380L*, 
R450LC-7 

JCB   JS130, JS145 JS160, JS190 JS160, JS190, JS220 JS240, JS260 JS330 JS460 

KOBELCO SK70SR, SK75SR-3E, 
SK80CS, SK85CS-3E SK140SRLC-5, ED160-5 

SK160-6, SK170-10, 
ED190-6, ED195-8 

SK210-10, SK230SRLC-5, 
SK270SRLC-5 

*SK210-10, SK230SRLC-
5, SK270SRLC-5*, SK250-
6, SK260-10, *SK300LC-
10, SK330-6, SK350-9* 

SK300LC-10, SK330-6, 
SK350-9 

SK480-6, SK485-9, 
SK500LC-10 

KOMATSU PC78US-8, PC88MR-8 PC120-6, PC138USLC-10 PC170LC-10 

PC210LC-10, 
PC238USLC-3, 

*PC240LC-10, PC290LC-
10* 

*PC210LC-10, 
PC238USLC-3*, 

PC240LC-10, PC290LC-
10, *PC360LC-10, 

PC390LC-10* 

PC360LC-10, PC390LC-
10 

PC490LC-10 

LIEBHERR *** CONTACT CRAIG FOR NON-STANDARD OFFERING (standard pin grabber will not pick up Liebherr attachments) *** 

LINK-BELT SH74MSR 130X4, 145X4 160X4 *160X4*, 210X4, 235X4 250X4, 300X4, *350X4* 350X4 460LX 

LIUGONG 908D     922E 925E, 930E 936E   

SANY SY75C, SY95C SY135C9, SY155U   SY215C 
*SY215C*, SY225C, 
SY265C, *SY365C* SY365C   

VOLVO ECR88 EC140B, ECR145 
EC160E, EW160D 

EW180D, EW210D EC210, EC220, ECR235 

*EC210, EC220, 
ECR235*, EC240C, 
EC250D, EC290C, 

EC300E, ECR305D, 
ECR355E 

*EC240C, EC250D, 
EC290C, EC300E, 

ECR305D, ECR355E* 

*EC330D, EC340D, 
EC360D, EC380D, 
EC350E*, EC460C, 

EC480D 

*NON-STANDARD ATTACHMENT FOR MACHINE CLASS*                NOTE: 150 CLASS PIN GRABBER WILL PICK UP 200 CLASS ATTACHMENTS (NOT RECOMMENDED) 
NOTE: THIS CHART IS PROVIDED AS A CUSTOMER CONVENIENCE. CRAIG MFG ASSUMES NO RESPONSIBILITY OR LIABILITY IN IT’S USE.               V1.3 

 



CRAIG TRUEGRIP PIN GRABBER SPECIFICATIONS 
__________________________________________________ 

  

 

 

 

CATEGORY 80 Class (8T) 120 Class (12T) 150 Class (15T) 200 Class (20T) 250 Class (25T) 300 Class (30T) 400 Class (40T) 
TRUEGRIP  

PIN GRABBER EXM-TG50-60 EXM-TG60-65 EXM-TG70-80 EXM-TG80 EXM-TG80-90 EXM-TG90-100 EXM-TG100-110 

OEM PIN DIA 
50 mm 
55 mm 
60 mm 

60 mm 
65 mm 

70 mm 
80 mm 

80 mm 
80 mm 
90 mm 

90 mm 
100 mm 

100 mm 
110 mm 

PIN SPREAD  
MIN - MAX 

50mm Pins 
10.472 - 12.598"  
(266 - 320 mm) 

 
55mm Pins 

10.748 - 12.992"  
(273 - 330 mm) 

 
60mm Pins 

11.102 - 13.583"  
(282 - 345 mm) 

60mm Pins 
13.625 - 15.898"  
(346 - 404 mm) 

 
65mm Pins 

13.938 - 16.625"  
(354 - 422 mm) 

70mm Pins 
14.750 - 18.268"  
(375 - 464 mm) 

 
80mm Pins 

15.375 - 19.5"  
(391 - 495 mm) 

 
70&80mm Pins 

15.198 - 18.716"  
(386 - 475 mm) 

80mm Pins 
17.087 - 19.5"  

(434 - 495 mm) 

80mm Pins 
17.087 - 20.063"  
(434 - 510 mm) 

 
90mm Pins 

17.688 - 21.375"  
(450 - 542mm) 

90mm Pins 
19.125 - 22.375" 
(486 - 568 mm) 

 
100mm Pins 

19.813 - 23.688"  
(503 - 601 mm) 

 
90&100mm Pins 
19.636 - 22.886"  
(499 - 581 mm) 

100mm Pins 
20.750 - 24.875"  
(527 - 632 mm) 

 
110mm Pins 

21.438 - 26.125"  
(545 - 664 mm) 

 
100&110mm Pins 
21.260 - 25.385"  
(540 - 645 mm) 

CHASSIS 
WIDTH 

6.6875" (170mm) 8.6875" (221mm) 10.9375" (278mm) 11.8125" (300mm) 12.6875" (323mm) 13.5625" (345mm) 14.5625" (370mm) 

WEIGHT 286 lbs. (130 kg) 485 lbs. (220 kg) 697 lbs. (316 kg) 743 lbs. (337 kg) 1380 lbs. (626 kg) 1569 lbs. (712 kg) 1868 lbs. (847 kg) 

LIFT EYE 
RATING 

12000 lbs. (5400 kg) 25000 lbs. (11300 kg) 29000 lbs. (13100 kg) 41000 lbs. (18600 kg) 45000 lbs. (20400 kg) 60000 lbs. (27200 kg) 68000 lbs. (30800 kg) 

Specifications subject to change without notice              V1.3 


